
From a distance, you see wood. Up close, it’s sturdy, durable steel. 
Precision-shaped doors in fresh, clean, classic carriage house styles
that go up and down like traditional garage doors.

CAMBRIDGE
PRECISION DOOR SERVICE

PANEL DESIGNS

Insulation has passed self-ignition, flamespread and smoke developed index fire testing. 1

It is your responsibility to make sure that your garage door meets local building codes.3

Calculated door section R-value is in accordance with DASMA TDS-163.2

Hardware warranty includes springs, cables, drums, rollers, and bearings.4

For complete warranty details, contact your local
Precision Door Service.
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SPECIFICATIONS

Livingston
L1 - Closed Arch

Thornbury
T1 - Closed Arch

Sheffield
S1 - Closed Arch

Verwood
V1 - Closed Arch

Newhaven
N1 - Closed Arch

Berkshire
B1 - Closed Arch

Camden
C2 - Closed Square



ALUMINUM

17" STRAP HINGES 
WITH CLAVOS

3-½" RING 
HANDLES

10-½" 
HANDLES

11" L-HINGE
 WITH CLAVOS

18" STRAP HINGES 
WITH CLAVOS

9" 
HANDLES

CANTERBURY VERSAILLES

MAGNETIC ABS VINYL

12" 
HANDLES

16" 
STRAP HINGES

11" 
HANDLES

18" 
STRAP HINGES

CASTLE ROCK MAPLE CREEK NOTTINGHHAM

DECORATIVE HARDWARE

STAMPED STEEL

11" 
HANDLES

11" 
HANDLES

16" 
STRAP HINGES

BLUE RIDGE ALPINE

Visit a Sherwin-Williams store to select the SnapDry™ 
paint color of your choice. Price upcharge applies.

COLOR OPTIONS

700+ FACTORY-APPLIED COLORS!

Sandtone

Charcoal Gray*

White

Golden Oak‡

Terratone

Almond

Dark Brown

Walnut‡

Wicker Tan

Mahogany‡

Black†

Two-Toned color options available, ask for additional details.
*Odd heights available in Cambridge 300 only.
† Price upcharge applies; odd heights available in Cambridge 300 only.
‡ Price upcharge applies.

CAMBRIDGE

CONSTRUCTION

TOP SECTIONS

©
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B. Each franchise independently ow
ned and operated. W

arranty coverage supplied by the Precision Door Service franchise servicing your area.

Closed Double Arch (1D)  Available For T1D, S1D, L1D, V1D, C1D 

Closed Arch • Northampton (N1)

Closed Arch • Bordeaux (B1)

Closed Square • Cortona (C2) 

Madeira (5)*

Rhine (7)*

Thames (10)*

Americana (57)†

Trellis (76)†

Closed Arch
Available For T1, S1, L1, V1, C1, N1, B1

Closed Square
Available For T2, S2, L2, V2, N2, B2, C2

Closed Square • Northampton (N2) 

Closed Square • Bordeaux (B2) 

Danube (4)*

Nile (6)*

Seine (8)*

No Insert

Jardin (75)†

*

 

Window inserts shown on Clear glass. Inserts also available 
with Obscure, Frost or Dark Tint glass. Insulated glass 
available in Clear, Frost and Dark Tint.

†
 

Tempered obscure glass with baked-on ceramic designs. 
Window design visibility varies due to lighting.

 

Durable, reliable, 
low-maintenance

100

ONE-LAYER: STEEL 
•

Durable, reliable, low-maintenance 
Environmentally safe polyurethane 
thermal insulation with steel backing 
Superior energy e�iciency
Ultra-quiet operation

300

•
•

•
•

THREE-LAYER: STEEL +
INSULATION + STEELDurable, reliable, low-maintenance

Environmentally safe polystyrene 
thermal insulation with vinyl backing 
Energy e�icient and quiet

200

TWO-LAYER: STEEL + INSULATION
•
•

•

5" TALL 10" TALL 

18" 
STRAP HINGES

4" RING HANDLES
(WITH REMOVABLE 

BACKER PLATE)

Steel doors are pre-painted; 
homeowners can use exterior 
latex paint for custom colors. 
Non-factory painting of 
garage door voids the paint 
finish warranty.

CLAVOS

1-3/4"
CLAVOS

Actual color may vary from samples shown.


